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AC MOTOR CAPACITOR
CAPACITORS FEATURES：
● With a small loss,anti-moist,excellent electrical performance,reliability,
large capacity,long life and good self-healing properties.

CBB61 CAPACITORS USE：
● AppIied to starting and better working of single-phase motor in
50Hz(60Hz) AC electric power system. It is widely used for electric fan, range hood,
air exchange fan,washing machine, and also power saver.

TECHNICAL PARAMETERS：
Capacitance Range 0.47μF—35μF
Capacitance Tolerance ±5% , ±10%

Rated Alternate Voltage 250VAC, 350AC, 370AC, 400VAC, 440VAC, 450VAC,500VAC
Rated Frequency 50/60 Hz

Dissipation Factors ≤0.002（1KHz，20℃）

Operating Temp. -40℃ ~ +85℃ or -40℃ ~ +70℃

Case Material PBT, PP, Aluminium, Flammability Class - UL 94 V -2, 750C (RTI)
Dielectric Polypropylene with self healing SH

Insulation Resistance ≥3000S
Weather Category 40/85/21, 40/70/21

Withstand voltage(Terminal to Terminal) 2 X Rated Voltage
Withstand voltage(Terminal to Case) Minimum 2000 V AC for 1 Min.

Ref. Standard IEC - 252-1993
Quality System ISO 9001：2008

Approvals CQC,CE
Application Electrical motor, pump, washing machine, Power saver

OVERALL DIMENSIONS：
L×H×B（mm） L×H×B（mm） L×H×B（mm）

32×10×20 47×17.5×34.5 47×22×34.5

32×11×22 47×20×37.5 47×18×41

32×20×22 48×22×35 37×19×33

36×10×20 48×23×35 67×20×50

36×11×22 50×23×40 46×21×36

36×12×22 58×25×42 45×26×45

36×11×24.5 58×28×50 58×27×45

36×15×25 58×31×57 60×29×54

37×16×29.5 58×25×38 双俯耳 Double ear

37×13.5×24 59×28×40 45×15×40

38×13.5×24 59×30×40 46×18×41

38×15×25 59×41.5×50.5 46×22×44

38×17×28 60×30×53 47×17×30

38×18.5×29 无耳NO EAR 48×18×38

38×20×30 37×14×24

47×17×28 37×14×27

More info,please contact us47×20.5×33 37.5×15.5×26.5

47×17×31 37×17×28.5

47×22×35 47.5×18×32
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CASE STRUCTURAL DRAWING

Code：DH61 S1 Code：DH61 S2 Code：DH61 S3 Code：DH61 S4 Code：DH61 S5

Code：DH61 S6 Code：DH61 S7 Code：DH61 S8 Code：DH61 S9 Code：DH61 S10

Code：DH61 S11 Code：DH61 S12 Code：DH61 T1

Code：DH61 T2 Code：DH61 T3 Code：DH61 T4 Code：DH61 T5 Code：DH61 T6

Code：DH61 T6 Code：DH61 T7 Code：DH61 T8 Code：DH61 T9 Code：DH61 T10

Code：DH61 T11 22#UL1015线 Code：DH61 T17

Code：DH61 T18Code：DH61 T12 20#UL1015线

Code：DH61 T19Code：DH61 T13 18#UL1015线

Code：DH61 T14 18#UL1015线 Code：DH61 T20

Code：DH61 T15 RV0.5MM2 Code：DH61 T21

Code：DH61 T16 RV0.75MM2 Code：DH61 T22

专 业 的 电 容 器 供 应 商 professional capacitor supplier www.sh-jinpei.com info@sh-jinpei.com TEL 86 21-31263693

http://www.sh-jinpei.com
mailto:info@sh-jinpei.com

